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REV.| ECN. NO. DESCRIPTION ENG DATE
X1 INITIAL AXL | 1/6/2014
X2 EDIT NOTES AND PN | AXL | 2/4/2014
X3 UPDATED DRAWING | SUN | 2/24/2014
14.3 Notes:
79 1. Electrical: .
11.4 ‘ a. Voltage Rating: 24V DC.
1.7 b. Current Rating: 8.5 Amperes DC.

c. Insulation Resistance: 100M ohms min.

- d. Dielectric Withstand Voltage: 500V AC/RMS 1 minute.
s o i gy e. Contact Resistance: 30 m ohms max initial.
/ -41-r 2. RoHS 6/6 Compliants.
s <| MTT 17T 3. MATED WITH DCJR-4201.
o — h T 4, Powered Insertion Test: 500 cycles per Product Specification.
///@ PART. NUMBER
X2] DCR-1U 01-A K B 0 P 3R
] W _ ¥2] DGIR—1U 01-A K B O P
@ 7¢ }v S \ 00086608
105 1. CONNECTOR:
DCJR: DC JACK
13.5 2. TYPE
1U: CENTER PIN OD 3.0mm, WITH BUMP
3. POSITIONS
01: 01 POSITION
4. INSULATOR MATERIAL
59 A: PBT
7.6 5. INSULATOR COLOR
- — K: BLACK
| 6. CONTACT PLATING
K 2 E] 1 E] o A ﬂ_m B: NICKEL PLATING
S 1 N 1l IS = - ~ < “
| o o 1 0 Q O 7. SHIELD PLATING
3 " Y, 0: NONE SHIELD
L '_0 3 T4 8. PACKING
. ‘ \ N——o0 2 e P: PE BAG
: 3—(1.0%3.5)
RECOMMENDED PCB LAYOUT SCHEMATIC DIAGRAM
GENERS(L ;II':OLERANCE ANGLEX;I';)I:LERANCE DRAWN DATE ?
: . SUN 2/26/2014 ENESIS
6 | BODY T | PBI+20%GF. BIACK, UL 94V—0 -X$0-40 -Xi SN / M/ — Broromaarinn
5 [ COVER PBI+20%G.F . BIACK, UL 94V=0 x§§ iggg x)&' 1 DC JACK WITH BUMP
4| CENTER PN BRASS Ni_30u PLATED : < . CHECKED 3
3T SHUNT 1 BRASS Ag T0u" over Ni 300" PLATED AT SEE BOM PART NOMBES. JR—1U01-AKBOP3R[XZ]
2| GROUNDING CONTACT| 1 | PHOSPHOR BRONZE Ag T0U" over Ni 300" PIATED | FNsH___ SEE NOTES
1 TERMINAL 1 BRASS Ag 10u” over Ni 30u” PLATED SCALE N/4 UNT mm APPROVED DATE DRAWING NO. SIZE 44
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