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REV ECN. NO. DESCRIPTION ENG

DATE

A INITIAL Knight

03/11/15'

TES:

CURRENT RATING:1TA DC MAX
INSULATION RESISTANCE: 1000MQ MIN
CONTACT RESISTANCE:100mQ MAX
INSERTION FORCE:2N~9N

EXTRACTION FORCE:2ZN~9N

NORMAL CONTACT FORCE:0.20~0.60N
DURABILITY:50, 0000 CYCLES

. OPERATING TEMPERATURE:—40T~60C
RDER INFORMATION

SMCR—8A
@

08
@

. TYPE:

SMCR—8A:SMART CARD CONNECTOR
POSITIONS:

08:08 POSITIONS
INSULATOR MATERIAL:
B: LCP

INSULATOR COLOR:
K: BLACK

CONTACT PLATING:
5. GOLD 15u”
SHIELD PLATING:

1: TIN PLATING
PACKING

T: TRAY

UPPER CAP

SUS,TIN 50u” MIN PLATING OVER NICKEL 50u” MIN PLATING UNDER OVERALL

GENERAL TOLERANCE
X.£0.50
X+ 0.40
XXz 0.30
XXX+ 0.20

ANGLE TOLERANCE
X°+5.0°
X°+3.0° A

DRAWN DATE

03/11/15'

EENESIS

Bechnolosy,inc

XX°£2.0° TIME

XXX+ 1.0°

4
CHECKED DATE

CONTACT

08

BRASS,GOLD 15u” MIN PLATING ON_CONTACT AREA,TIN 80u” MIN PLATING SOLDER

AREA,NICKEL 50u” MIN_ UNDER PLATING OVERALL

SAIE SEE B

SMART CARD CONNECTOR

OM

PART NUMBER.

HOUSING

LCP

FINISH SEE N

OTES SMCR-8A08-BK51T

BLACK, UL94 V-0

SCAE  N/A
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