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A 12.00 NOTE
8 45 1. CONTACT CURRENT: 1.5A AT 250V AC MIN.
: 2. CONTACT RESISTANCE: 30mQ MAX.
5.60 16.30 3. INSULATION RESISTANCE: 1000MQ MIN.
2 50 0 : 4. WITHSTAND VOLTAGE: 500V AC MAX WITH 1 MINUTE
= 0| ™~ 5. VOLTAGE RATING: 30V DC
. ; ~ N 6. OPERATING TEMPERATURE:—30°C TO +85°C
N 7. INSERTION FORCE : 3.5(KG) MAX.
o cﬂ BHiE ) ol ™ 8. EXTRACTION FORCE :1.0(KG) MIN.
g N~ __ = i 9. RoHS 6/6 COMPLIANT.
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;O 64 Il 5 70 T o o5 USBR—24:USB B TYPE RECEPTACLE RIGHT ANGLE
~ 2 50 : . 2. POSITIONS:
10.40 470 04:04 POSITIONS
3. INSULATOR MATERIAL:
A: PBT
c 4. INSULATOR COLOR:
K: BLACK
W: WHITE
5. CONTACT PLATING:
M B 1: GOLD FLASH
o 6: GOLD 30u”
—T T N~ 6. SHIELD PLATING:
@ g < 3: NICKEL PLATING
7. PACKING
E ﬂ 1 I T: TRAY
D )
14.9+0.5
~._PCB EDGE
RECOMMENDED P.C.B LAYOUT (COMPONENT SIDE)
P.C.B THICKNESS=1.60MM (TOLERANCE=+0.05)
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