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PROPRIETARY INFORMATION REV. [ ECN. NO. DESCRIPTION ENG DATE
COMPANY CONFIDENTIAL X1 INITIAL Sun |5/09/2016

X2 ADD REFERENCE DIMENSION | Sun |6/20/2016
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NOTES:
1.RATING:PIN 1&2: DC 20V 7.5A

MAX.

PIN 3&4&5: DC 20V 1A MAX.
2.CONTACT RESISTANCE:30m ohms MAX. PER PIN.
S.INSULATION RESISTANCE:DC250V 50M ohms min.

4 VOLTAGE WITHSTANDING:AC250V  1Minute.

5.INSERTION FORCE:4.5kgf Max.
WITHDRAWAL FORCE:1.0kgf Min.

6.0PERATING TEMP: -25°C TO +7/0°C

7.SCREW BOSS MUST WITHSTAND TORQUE IS
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4.80 4.80 Recommended P.C.B Layout
5.00 Bottom View
(8) @] 2.C.B Tolerancesi£0.09nn GENERAL TOLERANCE ANGLE TOLERANCE e
DRAWN DATE
7 PIN5 1 PHOSPHOR BRONZE, TIN 80u” PLATING OVER 30u” NICKEL UNDERPLATING OVERALL, T=0.25MM X£0.50 X'25.0° , %EEEEE
6 PIN3~4 2 PHOSPHOR BRONZE, TIN 80u” PLATING OVER 30u” NICKEL UNDERPLATING OVERALL, T=0.25MM )&fg-‘;g X-iefg-go sun 06/20/16 p— -
5 PIN? 1 PHOSPHOR BRONZE, TIN 80u” PLATING OVER 30u” NICKEL UNDERPLATING OVERALL, T=0.30MM XX 0. X0 e e .
4 PIN1 1 PHOSPHOR BRONZE, TIN 80u” PLATING OVER 30u” NICKEL UNDERPLATING OVERALL, T=0.30MM MA'T)EXXt 020 XXX71.0 SPINS DC POWER DIN RECPTACLE
3 GROUND BRASS, TIN 80u” PLATING OVER 30u” NICKEL UNDERPLATING OVERALL, T=0.40MM SEE _BOM PART NUMBER. 173-10011-01
2 COVER PBT-+15%G.F., COLOR BLACK UL94V-0 FvisH  SEE NOTES APPRIVED  DATE
1 BODY PBT+15%G.F., COLOR BLACK UL94v-0 SCALE /A UNIT i DRAWING NO. SIZE A4
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