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NOTES
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. DIELECTRIC STRENGTH: AC 500V AT 1 MINUTE

. INSULATION RESISTANCE: DC 500V/100M OHMS MIN.
. RATED VOLTAGE: 20v dc.

. RATED CURRENT: 5 AMPS.
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REV. ECN. NO. DESCRIPTION ENG DATE
A ISSUED DANIEL | 03/10'14
B MODIFY DRAWING DANIEL | 03/14'14
c ADD DIMESION & LED WAVELENGTH TERRY | 07/2116
D REVISE PCB LAYOUT DIM. DANIEL | 07/25'16
E ADD PIN OPTION TERRY | 03/29'17

PART. NUMBER

DCJR- XX 01-F K 2 2 X 01
O 0@
1. CONNECTOR:

DCJR-45: DC POWER JACK, PCB Thickness 1.2mm
DCJR-46: DC POWER JACK, PCB Thickness 1.6mm

2. POSITIONS
01: 01 POSITION
3. INSULATOR MATERIAL
F:NYQT
4.INSULATOR COLOR
K: BLACK
5. CONTACT PLATING
2: PLATING TIN
6. SHIELD PLATING
2 PLATING TIN
7. PACKING
T: TRAY(300"210mm)
1: TRAY(300*200mm)
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